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OUR EXPERIENCE...

Quality is our prime concern. we are able to maintain high quality standards through our committed 
personnel and sound infrastructure. we ensure that finest quality material is used for our products. For 
ensuring the quality of each materil, we are providing material test certificates along with supply.

Our team of experts maintain a vigil on the quality of the product. every single price is attached with test 
certificates and reports. we are continuously improving our quality to serve our client better.

We provide Relevant chemical and Physical Analysis Certificate along with the supply of material, 
according wit the internationals standards.

Additional Testing & Services Provided

 

Quality Policy

Yet another confirmations of our competence and 
quality compliance

issan SteelN  is a Well experienced , dynamic company which was established in 1981 and maintained it leadership both in national 
and international market through it two primary strategy : total quality & flexibility. Any size order at a competitive Price in all type 
of steel including Carbon steel, Alloy steel, Stainless Steel, Nickel Alloys, Duplex Super Duplex Steel and other Alloys demonstrate 

our flexibility. Adherence to customer needs and technical specifications demonstrate our quality in products and service as well.  

That is  A true leader and partner forits customer.Nissan Steel .

Behind   speedy success lies the undisputed experience of its first generations promoters spanning 3 decades. Experience, Nissan Steel
expertise coupled with certified products adherence to best quality standards, well experienced and motivated workforce,,

= X-Ray 
 U.T.=

 Chemical Analysis=

 Mechanical Analysis=

 

   Minimum wall thickness=

   Straightness=

 P.M.I =

   Brinnel &  Rockwell hardness=

 

Third Party Inspection

List of Third Party Agency with whom we work regularly

Company Profile

www.nissansteel.com



Product Range 
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Specifications: ASTM A240 / ASME SA240

Thickness: 1mm-120mm

Width : 1000mm, 1250mm, 1500mm, 2500mm

Length: 2000mm, 2500mm, 3000mm,5000mm, 6000mm 

Surface: 2B, 2D, BA, NO.1, NO.4, NO.8, Mirror, Checkered, Embossed, Hairline, etc    

Finish:  Hot rolled plate (HR), Cold rolled (CR), 2B, 2D, BA NO(8), MPVC

Grade:

Stainless Steel: SS 202, 304, 316, 316L, 317, 309, 310, 904L, 321, 347, 410,420,430, 440B, 440C 

Duplex & Super Duplex: UNS2205, UNS31803, UNS 32750, UNS 32760

Nickel Alloy: Nickel 200, Nickel 201

Monel: Monel 400, Monel K400, Monel 500, Monel K500

Inconel: Inconel 625, Inconel 800, Inconel 825, Inconel 718, Inconel X-750

Hastelloy:  Hastelloy C276, Hastelloy C22, Hastelloy C4

SHEET / PLATE / COILS

SS Sheet SS Plate SS Coil SS Strip Coil SS Circle & Ring

Size 
Thk 
Form 

Size 
Thk 
Form 

Size 
Thk 
Form 

Size
Thk 
Form 

Size
Thk 
Form 

: 1250/1500
:  1mm –5mm
: CR/2B/BA Sheet

: 1250/1500
: 20mm –100mm
: HR Plate

: 1250/1500
:  1mm –10mm
: CR/HR/BA Coil

: 100 to1500
: 0.5mm –5 mm
: CR/BA Coil

: 100 to1200
:  1mm – 100 mm
: CR/HR Circle & Ring

Specifications: ASTM A312 / ASME SA312
Seamless Pipes Sizes:  1 / 2" NB - 18" NB
Welded Pipes Sizes: 1" NB - 18" NB
Outer Diameter (Tube): 6.0 – 630 mm
Schedule: SCH 10, SCH20, SCH30, SCH40, STD, SCH60, XS, SCH80, SCH120,SCH140, SCH160, XXS
Thickness:  0.3mm – 50 mm 
Type: Seamless / ERW / Welded/ Fabricated
Form: Round Pipes/Tubes, Square Pipes/Tubes, Rectangular Pipe/Tubes
Length: 100mm – 6000mm & any Cut Length 
End: Round, Plain End, Beveled End, Threaded
Grade:
Stainless Steel: SS 202, 304, 316, 316L, 317, 309, 310, 904L, 321, 347, 410,420,430, 440B, 440C 
Duplex & Super Duplex: UNS2205, UNS31803, UNS 32750, UNS 32760
Nickel Alloy: Nickel 200, Nickel 201
Monel: Monel 400, Monel K400, Monel 500, Monel K500
Inconel: Inconel 625, Inconel 800, Inconel 825, Inconel 718, Inconel X-750
Hastelloy:  Hastelloy C276, Hastelloy C22, Hastelloy C4

SS Seamless Pipe SS Tube SS ERW Pipe SS Square Pipe SS Rectangular

Size 
Thk 

Size 
Thk 

Size 

Thk 

Size
Thk 

: 1/2”NB X 20”NB 
: Sch 10, Sch 20,
  Sch 40, Sch 80, 
  Sch 120,  Sch 160

: 6mm  to 20mm 
: 1mm – 5mm

: 6mm OD to 
  120 mm OD
:  1 mm – 10 mm

Size

Thk 

: 10mm x 10mm to 
   100mm x 100mm
: 1mm – 10mm

: 20 x 10 to 150 x 50
: 1mm – 12 mm

PIPE & TUBE

TYPE OF SHEET, PLATE & COIL

TYPE OF SHEET, PLATE & COIL
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Specifications : ASTM A276/A479, ASME SA276/SA479

Range : 3 MM TO 350 MM DIA

Dia Meter : 1” To 12”

Length : 100MM to 6000MM & Custom Cut Lengths 

Finish : Bright, Polish & Black

Form : Round, Square, Hex (A/F), Rectangle, Billet, Ingot, Forging etc

Condition : Cold Drawn & Polished Cold Drawn, Centreless Ground & Polished

Grade:

Stainless Steel: SS 202, 304, 316, 316L, 317, 309, 310, 904L, 321, 347, 410,420,430, 440B, 440C 

Duplex & Super Duplex: UNS2205, UNS31803, UNS 32750, UNS 32760

Nickel Alloy: Nickel 200, Nickel 201

Monel: Monel 400, Monel K400, Monel 500, Monel K500

Inconel: Inconel 625, Inconel 800, Inconel 825, Inconel 718, Inconel X-750

Hastelloy:  Hastelloy C276, Hastelloy C22, Hastelloy C4

ROUND BAR / HEX / SQUARE

SS Round Bar SS Wire SS Flat Bar SS Square Bar SS Hex Bar

Size 
Length 

: 5mm – 250mm
: 100mm – 6000mm

Size 
Length

: 0.1mm – 3mm
: Coil Form

Specifications : ASTM A 276/A 276M,A 484/A 484M

Flat : 20mm x 10mm to 50 x 100 mm 

Angle : 20mm x 20mm to 150 x 150 mm 

Channel: 40 x 20 to 150 x 50

Thickness  : 3mm to 20mm

Length : 100MM to 6000MM & Custom Cut Lengths 

Type : Angle, Channel, Flat 

Condition : Cold Roll & Hard Roll

Grade:

Stainless Steel: SS 202, 304, 316, 316L, 317, 309, 310, 904L, 321, 347, 410,420,430, 440B, 440C 

Duplex & Super Duplex: UNS2205, UNS31803, UNS 32750, UNS 32760

Nickel Alloy: Nickel 200, Nickel 201

Monel: Monel 400, Monel K400, Monel 500, Monel K500

Inconel: Inconel 625, Inconel 800, Inconel 825, Inconel 718, Inconel X-750

Hastelloy:  Hastelloy C276, Hastelloy C22, Hastelloy C4

TYPE OF ROUND BAR/ HEX / SQUARE

TYPE OF FLAT / ANGLE / CHANNEL

Size 
Length

: 20 x 10 to 50 x 100
: 100mm – 6000mm 

Size 
Length

: 10 x 10 to 50 x 50
: 100mm – 6000mm

Size 
Length

: 20mm to 70mm
: 100mm – 6000mm

FLAT / ANGLE / CHANNEL

SS Angle

Size 
Thk 
Length 

: 20 x 20 to 150 x 150
: 2 mm to 20 mm
: 100 mm to 6000 mm

SS Flat 

Size 
Thk 
Length 

: 20x10 to 100x50
:  2 mm to 40 mm
: 100 mm to 6000 mm

SS Channel

Size 
Thk 
Length 

: 20 x 40 to 150 x 50
: 2 mm to 20 mm
: 100 mm to 6000 mm



Nissan Steel is involved in the Manufacture & Exporter of the CNC Component 

in the world wise & there are customized as per the specifica�on & 

requirement of the customers. We are ISO 9001: 2015 & Quality Managament 

System 14001 & 18001 Cer�fied organiza�on having the own tool room to 

manufacture & export CNC Component for various industries.

MANUFACTURE (TOOL ROOM)
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Bore Guage 06-10mm, 18-35mm, 35-60mm LC 0.01mm

CNC Turning Centre ACE Desgin make DX 150      02Nos

Trop Machine                                                            03Nos

Drill Machine                                                             02Nos 

Dial & Simple Caliper 0-300mm LC 0.02mm

Facility

Measuring Equipment

Lever Dial & Plunger Dial LC .01mm

Micro Meter 0-25mm, 25-50mm, 50-75mm LC 0.02mm

CNC Turning Centre ACE Desgin make DX 200      01 Nos

VMC Jyo� Make X – 600 Y – 400  Z – 350                01Nos 

Conven�onal Lathe Machine                                  03Nos

Stainless Steel

Duplex & 

Super Duplex

: SS 202, 304, 316, 316L, 317, 309, 310, 904L, 321,

   347, 410,420,430, 440B, 440C 

: UNS2205, UNS31803, UNS 32750,   UNS 32760

: Monel 400, Monel K400, Monel 500, Monel K500

: Inconel 625, Inconel 800, Inconel 825, 

  Inconel 718, Inconel X-750

Nickel Alloy

Monel

Inconel

Hastelloy

: Nickel 200, Nickel 201

: Hastelloy C276, Hastelloy C22, Hastelloy C4

Material Grade Specificaa�on

CNC  COMPONENTS
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Specifications

Dimensions 

Size : 

Class / Pressure
Rating 

Form 

Condition

Stainless Steel

Carbon Steel

Duplex & Super Duplex

Nickel Alloy

Monel

Inconel

Hastelloy

SORF Flange WNRF Flange SWRF Flange BLRF Flange RTJ Flange

TYPE OF FLANGE

Standard : ASME B16.5 Size : DN15 To DN450 Class : 150#, 300#, 600#,900#, 1500#, 2500#

: ASTM A182 / ASME SA182, 

: ANSI / ASME B16.5, B16.47 Series A & B,

  B.16.48, BS4504, BS10, EN-1092, DIN

: 1/2" - 48"

: 150 #, 300 #, 600#, 900 #, 1500 #, 2500 #, 
PN6, PN10, PN16, PN25, PN40, PN64  

: Slip on Flanges (SORF), Threaded Flanges,   Weld neck 

Flanges (WNRF), Blind Flanges, Socket weld Flanges, 

Lap Joint  Flanges, Ring Type Joint Flanges, Spectacle 

Blind Flanges, Spacer, Ring Flanges, Long weld Neck 

Flanges, Nipo Flange, Nipolet  Flanges, Plate Flanges, 

Flat Flange, Orifice Flanges, Forged Flange

: Flat Face (FF), Raised Face (RF), Ring Type Joint (RTJ)

MATERIAL GRADE

MATERIAL SPECIFICATION

: SS 202, 304, 316, 316L, 317, 309, 

  310, 904L, 321, 347, 410,420,430, 

  440B, 440C 

: A105, A106, IS2062

: UNS2205, UNS31803, UNS 32750, 

  UNS 32760

: Nickel 200, Nickel 201

: Monel 400, Monel K400, Monel 500, Monel K500

: Inconel 625, Inconel 800, Inconel 825, Inconel 718, 

  Inconel X-750

: Hastelloy C276, Hastelloy C22, Hastelloy C4
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FORGED FLANGES 

Dimensions of Forged Flanges
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Specifications Type

Class

Stainless Steel

Carbon Steel

Duplex & Super Duplex

Nickel Alloy

Monel

Inconel

Hastelloy

: ASTM A182 / ASME SA182, 45 Deg Elbow, 90 Deg Elbow, Forged Tee, Union, Full 

Coupling, Half Coupling, Cross, Cap, Swage Nipple, Plug, 

Bush, Welding Boss, Hexagonal Nipple etc

MATERIAL GRADE

MATERIAL SPECIFICATION

: SS 202, 304, 316, 316L, 317, 309, 

  310, 904L, 321, 347, 410,420,430, 

  440B, 440C 

: A105, A106, IS2062

: UNS2205, UNS31803, UNS 32750, 

  UNS 32760

: Nickel 200, Nickel 201

: Monel 400, Monel K400, Monel 500, Monel K500

: Inconel 625, Inconel 800, Inconel 825, Inconel 718, 

  Inconel X-750

: Hastelloy C276, Hastelloy C22, Hastelloy C4

SOCKETWELD 

TYPES OF SOCKETWELD FITTINGS

Size : 1/8" NB to 4" NB (Socketweld & Screwed-Threaded)

:  2000 LBS, 3000 LBS, 6000 LBS, 9000 LBS

Bush Cap Union Elbow

Tee Weldolet Cross Nipolet

Standard : A182, A276, A479 Size : 1/8" NB to 4" NB Thread :  NPT/BSP/BSPT
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Specifications

Size

Stainless Steel

Carbon Steel

Duplex & Super Duplex

Nickel Alloy

Monel

Inconel

Hastelloy

: ASTM A403 / ASME SA403

MATERIAL GRADE

MATERIAL SPECIFICATION

: SS 202, 304, 316, 316L, 317, 309, 

  310, 904L, 321, 347, 410,420,430, 

  440B, 440C 

: A105, A106, IS2062

: UNS2205, UNS31803, UNS 32750, 

  UNS 32760

: Nickel 200, Nickel 201

: Monel 400, Monel K400, Monel 500, Monel K500

: Inconel 625, Inconel 800, Inconel 825, Inconel 718, 

  Inconel X-750

: Hastelloy C276, Hastelloy C22, Hastelloy C4

Dimension Standard : ASME/ANSI B16.9, ASME B16.28,  MSS-SP-43

:  ½" NB to 24" NB (DN6~DN100)

TYPE OF BUTTWELD FITTING

Thickness : Sch 5s, Sch 10s, Sch 40s, Sch 80s, Sch 160s,  

  Sch XXS 

Bending Radius : R=1D, 2D, 3D, 5D, 6D, 8D, 10D or Custom

Type : Elbow, Tee, Concentric Reducer, 

  Eccentric Reducer, End Cap, Cross, Equal Tee, 

  Unequal Tee

Finish / Form : Seamless / Welded / Fabricated

Eccentric Reducer090  Elbow End CapEqual Tee Concentric Reducer
0180  Deg Elbow

Standard : 2”NB x 1/2” NB to 10”NB x 8”NB Size : Sch 10, Sch 20, Sch40, Sch 80, Sch  120,Sch 160, Sch XX
Form :  Seamless & Welded
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Specifications Pressure

Thread

Stainless Steel

Duplex & Super Duplex

Nickel Alloy

Monel

Inconel

Hastelloy

: ASTM A182, A276, A479

  ASME SA182, SA276, SA479

MATERIAL GRADE

MATERIAL SPECIFICATION

: SS 202, 304, 316, 316L, 317, 309, 

  310, 904L, 321, 347, 410,420,430, 

  440B, 440C 

: UNS2205, UNS31803, UNS 32750, 

  UNS 32760

: Nickel 200, Nickel 201

: Monel 400, Monel K400, Monel 500, Monel K500

: Inconel 625, Inconel 800, Inconel 825, Inconel 718, 

  Inconel X-750

: Hastelloy C276, Hastelloy C22, Hastelloy C4

INSTRUMENT FITTINGS

Size : 1/6″ to 2″ (3mm to 50mm OD)

:  NPT/BSP, Male X Female, Threaded / Socket Weld

: 3000 PSI - 9000 PSI for Stainless Steel 

Types : Nipple, Pipe Reducer, Adapter, Union, Couplings,

  Elbow, Cross, Tee, Pipe Caps and Pipe Plug etc.

Process : Forging, Machining,Testing

Type of Instrument Fi�ng

Front FerruleMale Connector Female Connector Bulkhead Union Back Ferrule

Reducing UnionEqual Union Male Tube Adapter Female Tube Adapter

Size : 1/6″ to 2″ (3mm to 50mm OD) Thread : NPT/BSP /BSPT, Male X FemaleStandard : A182, A276, A479
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Specifications

Bolt Size

Stainless Steel

Carbon Steel

Duplex & Super Duplex

Nickel Alloy

Monel

Inconel

Hastelloy

: ASTM A193 / ASME SA193 

MATERIAL GRADE

MATERIAL SPECIFICATION

: SS 202, 304, 316, 316L, 317, 309, 

  310, 904L, 321, 347, 410,420,430, 

  440B, 440C 

: A105, A106, IS2062

: UNS2205, UNS31803, UNS 32750, 

  UNS 32760

: Nickel 200, Nickel 201

: Monel 400, Monel K400, Monel 500, Monel K500

: Inconel 625, Inconel 800, Inconel 825, Inconel 718, 

  Inconel X-750

: Hastelloy C276, Hastelloy C22, Hastelloy C4

Standard : DIN, ASTM, BS and all International Standards

:  M3 – M100 | 3 mm to 200 mm | Custom Sizes

TYPES OF FASTNERS

Nut Size : M3 - M56 | 3/6" to 2" | Custom Sizes

Types : Bolts, Nuts, Screw, Socket, Stud, Hex Set Screw, Socket 

Screw, Cap  Screw, Pan Head Screw, Washers, Spring 

Washers, Studs, Anchors, Marine Anchors, Nut, Hexgon Nut, 

Hex Nut, Hex Domed Cap, Square Nut, Stud Bolts, Hex Head 

Bolts, Socket Hexagon Head Screw Anchor Bolt, U-Bolts, J 

Bolts, Mushroom Head Aquare Neck Bolt, T- Head Bolts, 

Wing Screw, Eye Bolt, Foundation Bolts, Structural Bolts

Size :M10 – M100 Length : 25mm – 500mm

FASTENERS

Bolt Nut Washer Stud

Standard : DIN, ASTM, BS and all International Standards

Washer Size : M3 - M56 | 3/6" to 2" | Custom Sizes

: Round, Hex, Circle, Square, Plate, Ring, FlatForm



We are engaged in Fabrication and Exports of customized 

products as per customer drawings. We have in-house CAD 

facility for drawing approvals and new design as per customer 

brief.  Our team ofpeople and process system makes sure that 

the right product is supplied to customer on time with proper 

documentation and traceability. 

  
  
     
 Hastelloy Titanium 

In
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n
e
l 6

2
5 Inconel 825

321 316L 304L

310S 904L

Alloy20 

F51 F53 F55

P11 P22 P5A234 WPB
SA105 Lf2

Monel

F11 F22 
SMO254UNS 32750

Inconel 600

CUSTOMIZED PRODUCTS
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Fabricated : Pipe Spools, Cones, Hopper, Pipe  

    Long Weld necks etc.

Product Range  

  Shells,  Nozzles, Miter Bends,  

  Dishends, Piggable Bends etc.

Open Die Forgings :  Tube Sheets, Nozzles, Heavy wall 

     Thickness Pipes, Rings, Blocks, 

Stainless Steel

Carbon Steel

Duplex & 

Super Duplex

Nickel Alloy

Monel

Inconel

Hastelloy

: SS 202, 304, 316, 316L, 317, 309, 

  310, 904L, 321, 347, 410,420,430, 

  440B, 440C 

: A105, A106, IS2062

: UNS2205, UNS31803, UNS 32750, 

: Nickel 200, Nickel 201

: Monel 400, Monel K400, Monel 500, 

  Monel K500

: Inconel 625, Inconel 800, Inconel 825, 

Inconel 718, Inconel X-750

: Hastelloy C276, Hastelloy C22, Hastelloy C4

Alloy Steel : ASTM A182 F1, F5, F9, F11, F22, F91 



CHEMICAL COMPOSITION OF STAINLESS STEEL

Grades C% Co% Cr% Mo% Ni% V% W% Ai% Cu% Nb/Cb% Ti% Fe% Others

0.12 - - - 65.0 - - - 32.0 - - 1.5 MN 1.0

0.13 - - - 64.0 - - 2.8 30.0 - 0.6 1.0 Mn 0.8

0.02 2.5 14.0-16.5 15.0-17.0 BaL 0.4 3.0-4.0 - - - 4.0-7.0 mn 1.0 Si 0.05

0.04 - 21.0 - 32.0 - - 0.3 - - 0.4 45.0 -

0.04 - 21.0 3 42.0 - - - 2.0 - 1.0 30.0 -

0.05 - 15.5 - 75.0 - - - - - 8.0 -

0.05 - 23.0 - 60.0 - - 1.4 - - 14.0 -

Monel 400

Monel K-500

Hestelloy C276

Inconel 800

Inconel 825

Inconel 600

Inconel 601

Inconel 625 0.05 - 21.5 9 61.0 - - 0.4 - Nb 3.65 0.4 2.5 Min 0.50-si 0.50

CHEMICAL COMPOSITION OF NICKEL ALLOYS

C% Mn% P% (Max) S% (Max) Si% Cr% Mo% Ni%

304 0.080 Max 2.00 Max 0.045 0.03 1.00 Max 18.0-20.0          - 8.0-11.0

304L 0.030 Max 2.00 Max 0.045 0.03 1.00 Max 18.0-20.0          - 8.0-12.0

304H 0.04-0.10 2.00 Max 0.045 0.03 1.00 Max 18.0-20.0          - 8.0-11.0

309 0.20 Max 2.00 Max 0.045 0.03 1.00 Max 22.0-24.0          - 12.0-15.0

310S 0.080 Max 2.00 Max 0.045 0.03 1.00 Max 24.0-26.0          - 19.0-22.0

316 0.080 Max 2.00 Max 0.045 0.03 1.00 Max 16.0-18.0 2.0-3.0 10.0-14.0

316L 0.030 Max 2.00 Max 0.045 0.03 1.00 Max 16.0-18.0 2.0-3.0 10.0-14.0

316H 0.04-0.10 2.00 Max 0.045 0.03 1.00 Max 16.0-18.0 2.0-3.0 10.0-14.0

317 0.080 Max 2.00 Max 0.045 0.03 1.00 Max 18.0-20.0 3.0-4.0 11.0-15.0

317L 0.030 Max 2.00 Max 0.045 0.03 1.00 Max 18.0-20.0 3.0-4.0 11.0-15.0

321 0.080 Max 2.00 Max 0.045 0.03 1.00 Max 17.0-19.0          - 9.0-12.0 Ti%=(5XC)-0.70

321H 0.04-0.10 2.00 Max 0.045 0.03 1.00 Max 17.0-19.0          - 9.0-12.0 Ti%=(4XC)-0.70

347 0.080 Max 2.00 Max 0.045 0.03 1.00 Max 17.0-19.0          - 9.0-12.0 Cb%=(10XC)-1.10

347H 0.04-0.10 2.00 Max 0.045 0.03 1.00 Max 17.0-19.0          - 9.0-12.0 Cb%=(8XC)-1.10

904L 0.02 max 2.00 max 0.045 0.035 1.00 Max 19.0-23.0          - 23.0-28.0 Cu-1.0-2.0

C% Mn% P% (Max) S% (Max) Si% Cr% Mo% Ni% others

S32205 0.03 max 2.00 max 0.03 0.02 1.00 Max 22.0-23.0 3.0-3.5 4.5-6.5 N 0.14-0.20

C% Mn% P% (Max) S% (Max) Si% Cr% Mo% Ni% others

32750 0.03 max 2.00 max 0.03 0.02 1.00 Max 24.0-26.0 3.0-5.0 6.0-8.0 N 0.24-0.32

DUPLEX STEEL

SUPER DUPLEX STEEL

STAINLESS STEEL

Grade
Chemical Properties

OTHERS
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Reg. Office Address:  301/B, Pra�ksha Tower, Faras Road, Mumbai: 400008.

Tel: 022 – 66109472 

Mob: +91 9029253570 / 9869755546

Email: sales@nissansteel.com

   nissansteels@gmail.com 

Website: www.nissansteel.com

Factory : Manufacture Of Flanges & CNC Component  

(CNC Lathe & Milling (VMC) Machine)

Work Address: P. No. 757/2 Survey No. 304, Na�onal Highway, 

Near Vasai Phata Bridge, Vasai (East), Dist. Palghar - 401 208.

Factory (Manufacturing Unit)                                             

 www.nissansteel.com

An ISO 9001 : 2015 Certified Co.


